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NOTES

L BACKFILL MATERIAL FOR TRENCH BACKFILL (SPECIAL) AND
FOR FRENCH DRAINS (SPECIAL) SHALL BE CA 14 WASHED GRAVEL.

2. SIDE WALLS OF TRENCHES FOR TRENCH BACKFILL (SPECIAL)
AND FRENCH DRAIN (SPECIAL) SHALL BE LINED WITH GEOTECHNICAL
FABRIC FOR FRENCH DRAINS AS SPECIFIED IN
ARTICLE 601.06 OF THE STANDARD SPECIFICATIONS,

3. THE TOP 12 INCHES OF BACKFILL FOR PROPOSED CROSS ROAD
UNDERDRAINS SHALL BE COMPACTED EARTH TO MATCH THE
PROPOSED SUBGRADE ELEVATION. BACKFILL AT EXISTING CROSS
ROAD UNDERDRAINS (STA 68+85 T0O STA 89+50) SHALL BE REMOVED
20" DEEP AND REPLACED WITH MATERIAL TO MATCH THE EXISTING
ROADWAY CROSS SECTION (12" COMPACTED EARTH, 8° CA 6). THE
TOP 20 INCHES OF TRENCHES AT STA 57+00 AND STA 61+00 SHALL
BE BACKFILLED WITH 12* OF COMPACTED EARTH AND 8" AGGREGATE

OR MANHOLE TYPE A BASE COURSE TYPE B. THIS WORK SHALL BE INCLUDED IN THE COST
4 DIAMETER TRENCH BACKFILL (SPECIAL) AGGREGATE BASE COURSE TYFE B gggé) FL%"E FOR AGGREGATE BASE COURSE TYPE 8.
SECTION A-A
(Looking North)
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